
OverviewInstruction Manual

FX-1917B

7 in 1 Aluminum Alloy Hub

Wide Compatibility (Partial List)
USB Type C PC/Tablet
Apple MacBook Pro (2019/2018/2017/2016)

MacBook (2016/2017/2018)
iMac 2019/2017/ Pro
MacBook Air 2019/2018
Mac Mini
New MacBook with Thunderbolt 3
iPad Pro 2020/2019/2018 with IOS 13.0 and above
(Ensure the file format of usb external storage device is
EXFAT or FAT32. )

Samsung Chromebook Pro/Plus
Notebook 9 13"
Galaxy Book 12"/10.6
Galaxy Tab Pro S 12"
Samsung Tab S4 / S5e/ S6

Google Pixelbook
Chromebook Pixel

Microsoft Surface Pro X/ Go/Pro 7
Surface Book 2
Surface Laptop 3
Microsoft Lumia 950/950 XL

DELL XPS 13/15/12 9250
Precision 5510
Inspiron 15 7000
Latitude 7285

Lenovo Yoga 920/910/720
ThinkPad X1
Ideapad Air 12
Miix 630

HP Spectre 13/X360
ENVY 13/X360
HP EliteBook Folio G1

Huawei MateBook X Pro/ X/ E

ASUS Chromebook Flip
ZenBook Pro/3/Flip
Transformer 3 Pro T303UA

Acer Swift 7
Acer Chromebook

Xiaomi Mi Notebook Air 12.5/13.3
Mi Notebook Pro 15.6 "

USB Type C OTG Smartphone
Samsung Galaxy S10

Galaxy S10 +
Galaxy S10E
Galaxy S9
Galaxy S9 +
Galaxy S8
Galaxy S8 +
Galaxy Note 10 +
Galaxy Note 10
Galaxy Note 9
Galaxy Note 8

LG V50
V40
V30
V20
G7
G5

Huawei Mate 20
Mate 20 Pro
Mate 20 X
Mate 10
Mate 10 Pro
P30
P30 Pro
P20
P20 Pro
Honor View 20
View 10
Note 10

HTC One U11 / 10
BlackBerry DTEK60
Oneplus 7 Pro

How to use

1.Plug the USB-C male end of the USB-C hub into the USB-C interface of
the USB-C notebook(requires the computer to confirm whether the
function of the interface has PD+video+data transfer function).

2.USB 3.0/USB 2.0/USB3.1 Hub Function: Connect a smartphone,tablet,hard
drive,mouse,keyboard or other USB peripheral device to the USB A-type
interface of the hub,when using an external device with a large external
power consumption,it is recommended to plug in the PD power supply.

3.USB-C Power Delivery function: Connect the hub to the original USB-C
power adapter via the USB-C cable.When the hub is in use,the USB-C
laptop that supports USB Power Delivery(PD)can be charged via the
USB-C female port.

4.HD output interface function: Connect the hub to HDTV or
projector via HD cable,and watch the video on USB-C laptop on TV
or other HD-enabled devices.

5. SD card function: Support UHS-I (SD, SDXC, SDHC, RS-MMC).

6. SD Micro card function: Support UHS-I (Micro SD, Micro SDHC, Micro SDXC).

Note

1.Contains only one hub,not including power adapters,cards,or other
accessories.

2.The USB3.0 USB-A port on the hub supports a maximum 5V 900mAh
total charge output.It is backward compatible with USB2.0/1.1.The
USB2.0 USB-A port supports a maximum 5V 500mAh total charge output.
It supports a maximum speed of 480Mbps and is backward compatible
with USB1.1/1.0.

3.To ensure a stable connection,do not use this hub with high power
devices.It supports up to one hard drive.

4.The PD function can power and charge the connected USB-C laptop,
the device's host USB-C port must support USB-C Power Delivery.The
hub's USB-C charging port outputs up to 60W,but no support data
transfer.

5.Need to support 4K HD display and 4K HD cable,can achieve
3840X2160P/30HZ resolution.

6. SD card and Micro SD card can be used at the same time.

7. Recommend to connect the keyboard and mouse with a USB 2.0 port
to ensure use smoother.

7. Operating humidity:10%to 85%RH(non-condensing).

8. Storage temperature:-10~70 C.

9. Storage humidity:5%to 90%RH(non-condensing).

System Requirements

The host laptop has an available USB-C port.

Support Android 9.1/7.0/6.01, Windows 10/8/7/Vista/XP, MacOS Xl0.10.2 or higher,
Linux 2.6.15 or higher.

Parameter

USB Type-c 3.0 Interface
(USB-C 60W)

5Gbps (Max)

Data transfer speed
(USB 3.0 interface)

5 Gbps (Max), backward compatible with USB
2.0/1.1

Data transfer speed
(USB 2.0 interface)

480 Mbps (Max), backward compatible with
USB 1.1

Data transfer speed
(USB 3.1 interface)

5 Gbps (Max), backward compatible with USB
2.0/1.1

Video resolution
(HD output interface)

Highest reach 4K UHD (3840*2160@30HZ,
1080P/23.98/24/50/59.94/60HZ,1080i/50/
59.94/60HZ, 720p/50/59.94/60HZ)

Transfer speed
(Micro SD 2.0/ SD 2.0 card slot)

Support up to 2TB, read/write speeds up to
60Mb/s, support for data storage

Line length 160 mm (±5mm)

Plug and play Yes


